
DC-Link 电容器（轴向）
DC-Link Capacitor (Axial-type)WDT

单位 Unit: mm

玛拉胶带或圆塑壳，阻燃环氧树脂灌封

安装灵活方便，引出方式可多样化选择

无感式结构，具有ESL低、ESR小，高频大电流

承受能力，温升低，寿命长等特点

Mylar tape or cylindrical plastic case, filled with flame retardant epoxy resin

The installation is flexible and convenient, and the way of ext raction canbe varied

Non inductive structure, low ESL, small ESR, high frequency and high current 

capacity, low temperature, long life and other good characteristics

广泛应用于DC-Link电路中，作高频滤波和退耦用途

广泛应用于电力电子电路中，作隔直耦合用途

广泛应用于电力电子设备中的串/并联谐振

广泛应用于电焊机，电源，感应加热设备等谐振场合

Widely used in DC-Link circuit for High-frequency filtering and decoupling

Widely used in power electronic circuits, for coupling purposes

Widely used in power electronic devices in series/parallel resonant circuit

Widely used in welding, power supplies, induction heating equipment 

resonance occasions

滤波/耦合电容
Filter/Coupling Capacitor

执行标准 Reference Standard

气候等级 Climatic Category

额定电压 Rated Voltage

容量范围 Capacitance Range

容量偏差 Capacitance Tolerance

极间耐电压 Voltage Test Between Terminals

绝缘电阻 Insulation resistance

GB/T 17702、IEC 61071

40/85/21

350V.DC~2000V.DC

10μF～200μF

±5%（J），±10%（K）

1.5Un（VDC）/10S

≥5000 s （20℃，100VDC，1min）

谐振电容
Resonant Capacitor

执行标准 Reference Standard

气候等级 Climatic Category

额定电压 Rated Voltage

容量范围 Capacitance Range

容量偏差 Capacitance Tolerance

极间耐电压 Voltage Test Between Terminals

绝缘电阻 Insulation resistance

GB/T 3984、IEC 60110

40/85/21

1000V.DC~4000V.DC

0.01μF～10μF

±5%（J），±10%（K）

1.5Un（VDC）/10S

≥5000 s （20℃，100V，1min）

■ 特点 Features

■ 主要用途 Typical Applications

■ 技术要求 Specifications

■ 外形图 Outline Drawing
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DC-Link 电容器（轴向）
DC-Link Capacitor (Axial-type)WDT

单位 Unit: mm

玛拉胶带或圆塑壳，阻燃环氧树脂灌封

安装灵活方便，引出方式可多样化选择

无感式结构，具有ESL低、ESR小，高频大电流

承受能力，温升低，寿命长等特点

Mylar tape or cylindrical plastic case, filled with flame retardant epoxy resin

The installation is flexible and convenient, and the way of ext raction canbe varied

Non inductive structure, low ESL, small ESR, high frequency and high current 

capacity, low temperature, long life and other good characteristics

广泛应用于DC-Link电路中，作高频滤波和退耦用途

广泛应用于电力电子电路中，作隔直耦合用途

广泛应用于电力电子设备中的串/并联谐振

广泛应用于电焊机，电源，感应加热设备等谐振场合

Widely used in DC-Link circuit for High-frequency filtering and decoupling

Widely used in power electronic circuits, for coupling purposes

Widely used in power electronic devices in series/parallel resonant circuit

Widely used in welding, power supplies, induction heating equipment 

resonance occasions

滤波/耦合电容
Filter/Coupling Capacitor

执行标准 Reference Standard

气候等级 Climatic Category

额定电压 Rated Voltage

容量范围 Capacitance Range

容量偏差 Capacitance Tolerance

极间耐电压 Voltage Test Between Terminals

绝缘电阻 Insulation resistance

GB/T 17702、IEC 61071

40/85/21

350V.DC~2000V.DC

10μF～200μF

±5%（J），±10%（K）

1.5Un（VDC）/10S

≥5000 s （20℃，100VDC，1min）

谐振电容
Resonant Capacitor

执行标准 Reference Standard

气候等级 Climatic Category

额定电压 Rated Voltage

容量范围 Capacitance Range

容量偏差 Capacitance Tolerance

极间耐电压 Voltage Test Between Terminals

绝缘电阻 Insulation resistance

GB/T 3984、IEC 60110

40/85/21

1000V.DC~4000V.DC

0.01μF～10μF

±5%（J），±10%（K）

1.5Un（VDC）/10S

≥5000 s （20℃，100V，1min）

■ 特点 Features

■ 主要用途 Typical Applications

■ 技术要求 Specifications

■ 外形图 Outline Drawing
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